Simulacija redova čekanja
SimEvents

Modeliranje i simulacija sistema
## SimEvents - Softverski zahtevi

### 32-Bit and 64-Bit MATLAB and Simulink Product Families

<table>
<thead>
<tr>
<th>Operating Systems</th>
<th>Processors</th>
<th>Disk Space</th>
<th>RAM</th>
</tr>
</thead>
<tbody>
<tr>
<td>Windows 8.1</td>
<td>Any Intel or AMD x86 processor supporting SSE2 instruction set*</td>
<td>1 GB for MATLAB only, 3–4 GB for a typical installation</td>
<td>1024 MB (At least 2048 MB recommended)</td>
</tr>
<tr>
<td>Windows 8</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Windows 7 Service Pack 1</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Windows Vista Service Pack 2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Windows XP Service Pack 3</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Windows XP x64 Edition Service Pack 2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Windows Server 2012</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Windows Server 2008</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Windows Server 2008 R2 Service Pack 1</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Windows Server 2008 Service Pack 2</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Windows Server 2003 R2 Service Pack 2</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
Biblioteke blokova
SimEvents Ports and Subsystems Library

Event Filter -> Atomic Subsystem

Connection port for entity path

SimEvents Timing Library

Start Timer

Read Timer

Schedule Timeout

Cancel Timeout

SimEvents Gateways Library

Timed to Event Signal

Event to Timed Signal

Timed to Event Function-Call

Event to Timed Function-Call
Primer